
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 
 

 

  

 

 

 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

OPERATING 
FLOW RATES 

¶ 60 gpm 

MOTOR 

¶ AC Motor 

¶ 1.5 H.P. 

¶ Portable Explosion Proof ï U.L. approved 

¶ 110/220 Volt ï Single Phase ï 60 hz 

¶ Class C Fuels 

¶ 50ô Foot Power Cord 

PUMP ¶ Self Priming ï 78 PSI Max. Operation 

HOSES 

¶ 1.5ò Hose (Supply ï 10ô Return ï 10ô) 

¶ Explosion Proof 

¶ 4 Foot Aluminum Suction Tube 

¶ Quick Release Aluminum Cam Lock Couplings 

¶ 90 Degree Swivel Couplings 

¶ 1.5ò Manual Shut Off Nozzle 

RCI PURIFIER ¶ FP 1500 (SM) Strap Mounted 

COMPLETED HEIGHT ¶ Approximately 50ò 

COMPLETED WIDTH ¶ Approximately 23ò 

GROSS WEIGHT ¶ Approximately 305 lbs. 

  * Specifications subject to change without notice. 

 

The RC-PTCU.HV is a 60-gallon a minute portable 
contaminate removal system, designed specifically for the 
cleaning and transferring of fuel to and from above and below 
ground fuel tanks. 

 
Utilizing the Blade Master self adjusting, self priming pump, 
with the proven RCI Technologies Purification unit to provide 
not only an efficient fuel transfer system, but also an efficient 
fuel cleaning unit to remove the water and other contaminates 
from all your fuel stores. 
 
This unit is equipped with all required hoses, fittings and couplings.  It is 

complete and ready to operate. 

SPECIFICATIONS 

462 Borrego Court, Suite D  ǒ  San Dimas, CA  91773 

Phone: (800) 868-2088  ǒ  (909) 305-1241  ǒ  Fax: (909) 305-1245 

Web: www.rcitechnologies.com   ǒ  E-mail: info@rcitechnologies.com 
 

¶ RC-PTCU.HV is not designed to 
remove bulk water. This could lead to 
pump failure. An auxilary pump is 
recommended for bulk water removal. 
 
¶ GPM/LPM ratings are based on tests 
under ideal conditions.  Filter, automatic 
nozzles, longer hoses, etc. may reduce 
flow rate. 


